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03-12-2016 Combined articles “Stud Cleaner” and “Stud Lubrication” into one file with some revised 

content. The old articles have been made obsolete. 

 

Centre stud cleaning and lubrication setup shown above please note the train direction arrow. 

 

Hi All, 

 

I tried to run my trains a few days ago and encountered bad running problems. The layout is in my garage 

and the weather has been very humid of late, so the centre studs have corroded just enough to stop the 

trains running. After spending all day cleaning the centre studs on the bottom layer of the layout where 

the clearance to get my hand is restricted I was worn out and decided there has to be a better way. 

Necessity is the mother of invention and I just had one of those light bulb moments and this is my 

solution to clean the centre studs. 

 

Stud Cleaner 

 
Materials on Hand: 

1x 4413 Red Dump Car (Hobby) 

1x 7164 Used collector shoe 

1200 grit wet/dry sand paper 

Kiwk Grip contact adhesive 

25x7x7mm length of wood 

1x 7599 wood screw 

 

I chose the red dump car because I could add weight to it if required and the collector shoe fitted between 

the 2 axles. The height measured from the bottom of the dump car to the outside rail was 10mm so I cut a 

small block of wood 25x7x7m. Drilling a 1mm hole in the centre of the block and using a 7599 K track 

wood screw fix the collector shoe in place. Make sure you cut the excess screw length flush with the 

wooden block. The total height of the block and collector shoe compressed came in at 9mm so I knew it 

would clear points and double slips. 

 

 

Collector shoe screwed to block  Screw cut flush with block Sand paper stuck to collector shoe 

 

Gluing the Sand Paper 

 

Next cut some 1200 grit wet/dry sand paper into 62x5mm strips. Using the contact adhesive coat the 

collector shoe and sand paper strip, wait until it becomes tacky then carefully apply the sand paper strip to 

the top of the returned part of the collector shoe and then wrap it along the entire length of the shoe and 

wrap it around the other end of the collector shoe return see green arrow above. 
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Using the holt melt glue gun apply some glue 

to the bottom of the block and glue the 

assembly to the bottom of the dump car 

making sure it is centrally located.  

 

Have a few spare collector shoes fitted with 

1200 grit sand paper so you can replace them 

as required. 

 

 

The centre stud cleaner 

wagon completed.  

 

This wagon should always 

be placed at the head of the 

cleaning train. 

 

 

 

 

 

This part of the project took about 10 minutes to make and has proved to be a real winner. I also found 

that the wagon was heavy enough without adding extra weights. 

 

25-08-2017 

Replacing the Sand Paper 

 

To remove the old sand paper from the collector shoe(s), use mineral turpentine in a small container and 

soak the used collector shoes with the glued sand paper for a few hours. The contact cement will soften 

allowing you to peel off the sand paper without problems. The remaining contact glue on the collector 

shoe can then be wiped with a rag. Ensure the collector shoe(s) are dry and no mineral turpentine remains. 

 

Glue new 1200 grit wet/dry sand paper to the collector shoes as mentioned at the bottom of page 1. 

 

Note: - I removed the red tipper part of the wagon to clean between my station platforms as it hit my 

platform canopies.  
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Stud Lubrication 

 

With the collaboration of my friend John we developed this idea together. 

 

Materials on Hand: 1x 4413 Red Dump Car (Hobby), 1x 48dia. x 6mm wooden disc (turned by John),  

2.4mm brass tube, 3.2mm solid brass rod, 1.2 solid brass rod, 1.5mm thick self adhesive felt, 6x 3.2mm 

washers, black double sided adhesive and black paint. 

 

Method: Using the second 4413 dump car I constructed a frame using the 2.4mm brass tube and the 

1.2mm solid brass rod. I drilled holes in the tube to take the 1.2 brass rod and soldered them into place 

(see above). I used the 3.2mm solid rod to bend the axle holders and made sure they were centrally 

located in the frame (see blue arrow). The axle holder should have a close tolerance so there is very little 

sideways movement of the axle.  

 

Next I disassembled the wagon to 

make it easier to cut a 10mm wide 

slot, the length 50mm is 

determined by the wagon axle 

holders which I left in place (see 

green arrow). I cut the same slot in 

the top plastic body and finally the 

metal weight insert. 

 

Assembly: The adhesive felt was cut into a 6mm wide strip and carefully stuck to the wooden wheel. 

Next I stuck 12x4mm strips of the double sided adhesive at both ends of the wagon (see red arrow top 

right photo) The wheel support frame was then fitted to the wagon. Using the 25x3.2 mm brass rod as an 

axle I used 3 washers on each side of the wooden wheel and pressed the axle through the hole in the 

wheel. 

 

 



Tip: Centre Stud Cleaner and Lubrication 
Date: 06-07-2008, 03-12-2016, 25-08-2017 

http://members.ozemail.com.au/~rossstew/rms/marklin.html   4 

 

Use: Using Electrolube contact cleaner or Peco Electric Power-Lube PL-64, I soaked the felt on the wheel 

and placed the wagon on the track behind the stud cleaner car and ran both wagons around the track in 

front of the locomotive. 

 

 

 

 

 

 

 

 

 

 

 

 

 

Completed cleaning and lubrication train 

 

I have included a small YouTube video to show the set up. 

 

Old documentation links below will no longer be maintained. 

 

Centre Stud Cleaner 

Centre Stud Lubrication 

 

As always enjoy your hobby. 

 

https://www.youtube.com/watch?v=Fjqi3Nk_5p8
http://members.ozemail.com.au/~rossstew/rms/pdf/centre_stud_cleaner.pdf
http://members.ozemail.com.au/~rossstew/rms/pdf/centre_stud_lubrication.pdf

